








Completed Projects

Ongoing Projects

Bangalore

Cochin

CochinBangalore

Hyderabad

Hyderabad

Ranchi

Nagarjuna Green Woods,
Off Marathahalli - 
Sarjapur Ring Road

Nagarjuna Pearl Bay, 
Kadavantara

Nagarjuna Meadows  
Phase II, Yelahanka

Nagarjuna Green Valley, 
Kakkanad

Nagarjuna Ivory Heights,
Off Marathahalli -
K R Puram Ring Road

NCC Urban Senate, Kaloor

Khelgaon, Hotwar

NCC Urban One, NarsingiGreen Province, Sarjapur Misty Woods, Vaderapura

Nagarjuna Maple Height
Off Marathahalli  -
K R Puram Ring Road

Nagarjuna Aster Park,
Yelahanka

Nagarjuna Meadows Phase I, 
Yelahanka

Guntur

NCC Urban Park Square,
Near Swami Theatre

Nagarjuna Residency,
Gachibowli



Foundation & Structure
R.C.C. framed structure to withstand wind 
and seismic loads. (B2+B1+Ground+12 floors) 
First time its kind of ceiling height 10’6”.

Super Structure
Cement Concrete block 
masonry in cement mortar.

Lifts
Automatic passenger lift with V3F 
technology, 1-ton capacity goods lift with 
V3F technology for energy saving.

Cable TV
In living room and all bedrooms.

Security System
ACCESS CONTROL - Access controlled
into the block.
PHONE - Video Door phone.

Automation
ONE REMOTE CONTROL - Wi-Fi Touch Screen with Router - 
It is the backbone of the Automation System with Expandable 
/ Upgradable Option Sensor Based Automatic Light Control 
(ALC) and Remote Operating Elements Controlling / Operating 
in Master Bedroom, Living & Dining Room

Internet
High speed Internet 
provision for each flat.

Plastering
INTERNAL - Cement mortar plaster with smooth finish.
EXTERNAL - Cement mortar plaster with smooth finish.

Paintings
EXTERNAL - Emulsion paints of premium quality.
INTERNAL - Acrylic emulsion paints of premium quality.

Flooring
DRAWING, DINING & LIVING - Double 
charged Vitrified Tiles of premium 
quality - size 3/3 with 4” skirting

BEDROOMS - Double charged Vitrified 
Tiles of premium quality - size 2/2 
with 4” skirting.

KITCHEN - Vitrified Tiles of premium 
quality - Min size 2/2 with 4” skirting.

TOILETS - Best quality acid-resistant 
anti-skid Ceramic Tiles (300x300mm)
Utility / Wash Best quality acid-resistant
anti-skid Ceramic Tiles (300x300mm

ENTRANCE LOBBY - Granite/Vitrified
Flooring in Ground floor area.

Electricals
Concealed Copper Wiring of standard make.
a) Power outlets for air-conditioners in halls and bedrooms
b) Power outlets for geysers in all bathrooms
c) Power plug for cooking range, chimney, refrigerator,  
     microwave ovens, mixer / grinder in kitchen, TV and audio  
     systems etc., wherever necessary
d) 3-phase supply for each unit and individual meter boards
e) Miniature Circuit Breakers (MCB) and ELCB for each  
    Distribution Boards
f) Switches of Legrand or equivalent make

Tile Cladding & Dadoing
TOILETS - Anti-skid Ceramic tiles Dado 
upto ceiling height. UTILITY / WASH / 
SERVANT ROOM - Glazed Ceramic Tiles 
dado up to 3’0” height KITCHEN - Glazed 
Ceramic Tiles dado up to 2’0” height above 
the kitchen platform.

KITCHEN PLATFORM - Granite Platform 
with Double bowl & Single drain SS sink 
with water connection, Provision for 
Exhaust fan & chimney, Provision for fixing 
of water purifier, CP sink mixer of Kohler/
Equivalent make.

LIFT WALLS - Granite cladding/Granite 
series Vitrified tiles.

Toilets
All toilets will consist of counter top wash basin 
of Kohler or equivalent make wall-mount EWC of 
Hansgrohe or equivalent make Hot & Cold single
lever water mixer with shower of Kohler or 
equivalent make provision for geysers and exhaust 
fan in all toilets. All C.P. fittings and sanitaryware
items of Kohler and Hansgrohe or equivalent make.

Doors & Windows
MAIN DOOR - Teak Wood frame/Machine made frame 
and shutter aesthetically designed with melamine 
polishing and hardware of reputed make.

INTERNAL DOORS - Teak Wooden frame/Machine 
made frame with designer flush shutters with veneer 
with melamine polished and hardware of reputed make.

FRENCH DOORS - UPVC French door with glass. 

WINDOWS - UPVC glazed windows.

RAILING - Living room balcony, One bedroom balcony 
& Staircase - SS railing with toughened Glass.

A/C pipe line and drain line provision 
for bedrooms and living room.

Air Conditioning

Generator
100% backup with Acoustic enclosure.

Gas Reticulation System
Supply of gas from centralised 
gas bank to all flats with 
prepaid meters.

Specifications



NCC URBAN INFRASTRUCTURE LTD.
7th Floor, NCC House, Madhapur, Hyderabad - 81
www.nccurban.com  Ph : 040-23268789, 23514411
NCC Urban is an ISO-9001 : 2008, ISO 14001 : 2004 and OHSAS 18001 : 2007 company.

Hyderabad | Bangalore | Cochin | Chennai | Ranchi | Guntur | Vizag | Dubai

This brochure is purely conceptual and not a legal offering. The promoter reserves the right to make changes in the layout, elevations, plans and specifications.
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